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Equipm
ent

Portable and autonomous auxiliary burner on butane gas cartridge. No 
installation required.

hAutonomy: 3.5 hours minimum

hFlow rate adjustment

hø x H (mm) 90 x 200 (130 mm cartridge + 70 mm burner)

 h Labogaz 470
Can be screwed directly onto a CV 300 Plus (240 g) or CV 470 (450 g) 
cartridge using a ring.

Cat. No.

071109 Labogaz 470 burner (without cartridge) N/A -

060415 Butane valve cartridge  CV 470 Plus (450 g) N/A -

071135 Butane valve cartridge  CV 300 Plus (240 g) N/A -

 Description € 

060415 and 071135

Labogaz

Teclu burner with needle valve
hAir regulation

hPilot flame

hMax. 1300 °C

Bunsen burner with needle valve
hAir regulation

hPilot flame

hMax. 1300 °C

Teclu Bunsen burners
hAir regulation

hPilot flame

hMax. 1300 °C

Bunsen burners
hAir regulation

hMax. 1300 °C

Micro burner with needle valve
hAir regulation

hMax. 1000 °C

Bunsen burners

Cat. No.

076476 Teclu Bunsen burner 1.53 KW Natural N/A -

076477 Teclu Bunsen burner 2.32 KW Propane N/A -

 Description Type of 
gas

€ Cat. No.

076485 Teclu Bunsen burner 1.53 KW Natural N/A -

076486 Teclu Bunsen burner 2.36 KW Propane N/A -

 Description Type of 
gas

€ 

Cat. No.

076482 Bunsen burner 1.53 KW Natural N/A -

076483 Bunsen burner 2.36 KW Propane N/A -

 Description Type of 
gas

€ 
Cat. No.

076472 Bunsen burner 1.53 KW Natural N/A -

076473 Bunsen burner 2.36 KW Propane N/A -

 Description Type of 
gas

€ 

Cat. No.

076480 Micro Bunsen burner Natural N/A -

076481 Micro Bunsen burner Propane N/A -

 Description Type of 
gas

€ 

Burner: 
071109

Meker burner
hAir regulation

hControl valve (under the base for 
the multi-gas version)

hTube Ø: 28 mm

hHead Ø: 32 mm

hWeight: 390 g

Cat. 
No.

Description € 

424014 Meker burner 
for natural gas

N/A -

424015 Multi-gas Meker 
burner

N/A -424015 424014

Burners


